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SAFETY PRECAUTIONS

Please read the Safety Precautions before installing or using the RVView?2.

Be sure to observe all precautions without fail. Failure to observe these instructions
properly may resultin personal damage, or personalinjury which depending on the
circumstances may be serious and cause loss of life.

Q Correct installation is the most critical factor in ensuring the safe use of the RVView?2. If every
consideration of these instructions has been satisfied, the RVView2 will be safe to operate.

Keep the RVView2 away from water or other liquids.

Clean the housing of this product lightly with a dry or moist cotton cloth. Do not use alcohol,
thinners, benzene or any other chemical cleaner. Do not allow any liquids to enter the housing.

The RVView?2 is a high precision electronic product. It contains no user-serviceable parts
inside. Do not try to dismantle, modify or repair it yourself. Disassembly, service or repair by an
unauthorised person will void the warranty.

Product specifications are subject to change and improvement without notice.
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/‘\ 0 Proudly designed in Melbourne by BMPRO, one of Australia's leading power solution
\@/ B I\/I pR experts. Our range represents high-quality products that will provide years of service.
Copyright ©2025 ~ REV 4.0 DISCLAIMER: BMPRO accepts no liability for any loss or damage which may occur
First published 2021-12-17 from the improper or unsafe use of its products. Warranty is only valid if the unit has
Lastupdated ~ 2025-11-27 not been modified or misused by the customer.
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ABOUT THE RVVIEW?

The RVView2 is a wall-mounted 12V battery monitor, designed specifically to operate
with BMPRQ's BatteryPlus35-Il series (BatteryPlus35-11-Sl, BatteryPlus35-11-SR,
BatteryPlus35-11-HA).

The RVView?2 provides vital data at a glance including caravan battery voltage and
charging/discharging current. The RVView2 also provides an indication of the battery’s
remaining charge capacity as well as the time remaining before the battery completely
discharges - so you'll never be left on the road without battery power.

In addition to battery monitoring, the RVView?2 enables monitoring of water levels of up
to four water tanks, all from a sleek, wall mounted back-lit display.

With the OdysseyLink103, the RVView2 becomes part of your Odyssey system.

With the Odyssey system, you can use BMPRO's free Odyssey App to monitor your
battery and control your caravan's water pumps from your smartphone!

For more information about Odyssey, refer to your Odyssey Owner's Manual.
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Figure 1: The Odyssey system with RVView2



DESCRIPTION OF PARTS

POWER INFORMATION SCREEN

Figure 2: The power information screen on the RVView2

1. WARNING INDICATOR

Indicating an issue, the RVView2 will display a warning if:

= Thereis a fault with one (or more) of the loads connected to the BatteryPlus35-11,
forexample, a short or overload fault.

= BMPRO's BC300 + CommLink has been installed and communication with the
BC300 s lost.

2. POWERSOURCE INDICATOR
Displays the power source currently being utilised by the BatteryPlus35-Il for charging
the battery and powering the loads.
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Figure 3: RVView2 power source indicator icons



3. BATTERY STATUS INDICATOR
Displays the status of the caravan battery connected to the BatteryPlus35-11.
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Figure 4: RVView?2 battery status indications

The charging indicator will only appear if the positive current to the battery is 1.0A or
higher.

4. SYSTEMVOLTAGE
Displays the system voltage.

If a caravan battery is connected to the BatteryPlus35-Il, the RVView2 will display
battery voltage. Otherwise the RVView?2 will display the output of the BatteryPlus35-II
when in Power Supply Mode.

5. BACKLIGHT/SCREEN CHANGE BUTTON
Press the backlight/screen change button to turn the backlight of the RVView2 screen
on.

To switch the screen between the power information screen and the water tanks
screen, press the backlight/screen change button to turn the backlight on, then press
the button again to change the screen.

The backlight will automatically turn off after 30 seconds.

6. OUTPUT CURRENT
The current provided by the BatteryPlus35-11 to power loads connected to the unit.

The RVView2 can only show current higher than 0.5A. Anything lower than 0.5A will be
displayed as 0.0A.
7. INPUT CURRENT

The total current drawn by the BatteryPlus35-Il, from its input sources, to power loads
connected to the BatteryPlus35-Il and to charge the caravan battery.

If the BatteryPlus35-Ilis charging the battery, the input current minus the output
current will indicate the battery charging current.

The RWiew?2 can only show input current higher than 0.5A. Anything lower than 0.5A
will be displayed as 0.0A.

This display may be blank if there are no input sources available and the battery is
disconnected.



WATER TANKS SCREEN

Figure 5: The water tanks screen on the RVView?2

1. TANKS
Displays the current water levels of up to 4 connected water tanks.

The water levels shown on the tanks are divided into 4 segments.

If a tank shows 1 segment, the tank is either disconnected, empty oris up to one-
quarter full.

2. BACKLIGHT/SCREEN CHANGE BUTTON
Press the backlight/screen change button to turn the backlight of the RVView2 screen
on.

To switch the screen between the water tanks screen and the power information
screen, press the backlight/screen change button to turn the backlight on, then press
the button again to change the screen.

The backlight will automatically turn off after 30 seconds.



INSTALLING THE RVVIEW?

MOUNTING THE RVVIEW2

The RVView?2 is designed to be mounted to the wall directly with screws. A hole for the
connectors must be drilled before mounting.

Flat head screws with a maxiumum diameter of 5.0mm must be used for mounting.
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Figure 6: RVView2 mounting diagram

After fixing the RVView?2 to the wall, make all connections at the rear of the RVView?2.



RVVIEW2 WIRING DIAGRAM
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USING YOUR RVVIEW?

The RVView?2 is designed to work with the BatteryPlus35-Il to display important
information on your water tank status and 12V power system, including your battery.

The RVView?2 does not have an ON/OFF button.

The RVView?2 receives power directly from the BatteryPlus35-11 through the connected
data cable. The RVView2 will automatically turn off if it is not receiving power from the
BatteryPlus35-1I. A custom cable will have been supplied with your RVView2 which is
required for connecting to the BatteryPlus35-11 or the OdysseyLink.

SERVICING

Do not attempt to service the RVView?2 yourself, OR dismantle, modify or repair the
RVView?2 yourself; this will void your warranty.

If your RVView?2 requires servicing, please consult your BMPRO dealer or visit
teambmpro.com for assistance.
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FAQS AND TROUBLESHOOTING

Need more help troubleshooting your RVView2?
Refer to our website for more information at teambmpro.com/technical-support

Why has the RVView2 screen turned off?

The RVView?2 receives power to run the monitor from the BatteryPlus35-I1. If the
BatteryPlus35-Il shuts power to the monitor, the RVView2 screen will turn off. The
BatteryPlus35-Il will shut power to the RVView?2 if:

1. The switch connected to the BatteryPlus35-11 RSW input has been activated.
This turns off power to all caravan loads and accessories connected to the
BatteryPlus35-1I CAN bus, such as the RVView?2.

Check that the switch has not been activated.

2. Batteryvoltage is very low. The BatteryPlus35-1l will enter Storage Mode to
conserve remaining battery voltage, which will disable power to all caravan loads
and accessories connected to the BatteryPlus35-11 CAN bus.

Connect the BatteryPlus35-Il to a power source and begin battery charging. When
the battery is sufficiently charged, the BatteryPlus35-1l will enable power to the
RVWView?2.

Why is the input/output current showing as 0.0A when there is an active current?

The RVView?2 can only display input or output figures of 0.5A or higher. If the level of
currentis lower than 0.5A, the RVView?2 will display 0.0A.

My BatteryPlus35-1l should be charging but there is no charging indicator on the
RVView2?

The charging indicator will only appear if the charging current to the batteryis 1.0A or
higher.

If you have BMPRO's BC300 + CommLink installed, check that it is wired correctly.

Why are four water tanks displaying on the RVView2 when | don't have four
connected?

The RVView?2 will always display four water tanks. If a tank is not connected, it will show
a tank with one segement full, the same as if a tank was connected that is either empty
or less than one-quarter full.
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SPECIFICATIONS

Visual Warning Indicator displayed if BatteryPlus35-II short circuit is detected
Water Monitoring Dipper or tank bungs

Monitored Battery Capacity 50 - 600Ah

Input Voltage Range 6-16V

Battery Drain <22mA with backlight off

Ambient Temperature 0-50°C

Dimensions 140mm x 80mm x 15.5mm
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COMPLIANGE

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmfulinterference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

Warning: Any changes or modifications not expressly approved by BMPRO could void the user's
authority to operate this equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmfulinterference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may
cause harmfulinterference to radio communications. However, there is no guarantee that interference
will not occurin a particular installation. If this equipment does cause harmfulinterference to radio

or television reception, which can be determined by turning the equipment off and on, the useris
encouraged to try to correct the interference by one or more of the following measures:

e Reorientorrelocate the receiving antenna,
* Increase the separation between the equipment and receiver,

e Connectthe equipmentinto an outlet on a circuit different from that to which the receiveris
connected,

e Consult the dealer oran experienced radio/TV technician for help.
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WARRANTY TERMS AND CONDITIONS (AUSTRALIR)

Our goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are
entitled to a replacement or refund for a major failure and for compensation for any other reasonably
foreseeable loss or damage. You are also entitled to have the goods repaired or replaced if the goods
fail to be of acceptable quality and the failure does not amount to a major failure.

This warranty is provided by BMPRO Pty Ltd (59 646 354 127) ("BMPRQ") for its products. Warranty
benefits are applied along with any rights and remedies required by Australian State and Federal
legislation that cannot be excluded. No part of this warranty excludes, restricts or modifies any State or
Federal legislation relating to the supply of goods and services which cannot be excluded, restricted or
modified.

Warranty

BMPRO warrants that the product will be free from any faults in materials and workmanship beginning
from the original date of purchase under standard application, installation, use and service conditions,
subject to the exclusions and limitations detailed below. The warranty period of the product is one year.

If, before the warranty period has ended, a fault occurs with the product and BMPRO finds the product
is defective in materials or workmanship, BMPRO at its discretion will subject to further rights accorded
by the Australian Consumer Law to either:

* Repairthe defective product
* Replace the defective product
* Provide arefund to the purchaser for the price paid at purchase for the defective product.

Warranty Claims

Refer to your manual before using the product. Most BMPRO products are designed to be installed by
a suitably qualified installer. The products should be carefully inspected by you or your installer before
installation for any visible manufacturing faults. If a product has been installed incorrectly, BMPRO
accepts noresponsibility on top of our consumer guarantee obligations.

1. Ifafault covered by warranty occurs, the purchaser must either contact the dealer where the
product was purchased within 7 days, or BMPRO at the contact details listed.

2. Allwarranty claims must include: (a) proof of purchase of the product; (b) complete details of
the alleged fault; (c) any relevant documentation related to the fault (such as photographs or
maintenance records); (d) return material authorisation (RMA) number.

3. The product must be made available to BMPRO or its authorised installer for inspection and testing
within 14 days of contacting BMPRO or the dealer.

4. Thereasonable cost of delivery and installation of any products or components of products that have
been repaired or replaced to the place of purchase notified to BMPRO is covered by the warranty
provided by BMPRO, along with the reasonable costs of removal and return of any products
determined by BMPRO to be defective.

5. If, onreturnto BMPRO or on investigation by BMRPO, inspection and testing determines there is no
faultin the product, the purchaser must pay BMPROQ's reasonable costs of testing and investigating
the product, as well as transportation and shipping costs.
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Register a Warranty or Repair with BMPRO
Toregister a warranty or repair with BMPRO:

1. Lodge a support request via teambmpro.com/technical-support or email customerservice@
teambmpro.com

2. Ifagreed with the BMPRO Product Specialist team, register a warranty claim or repair via
teambmpro.com/warranty-claim or email customerservice@teambmpro.com to obtain a Return
Material Authorisation (RMA) number.

3. Package andsend the product to the BMPRO Warranty Department. The BMPRO Product Specialist
team will advise you where to send the product. Please mark RMA details on the outside of the
packaging.

4. Ensure your package also includes a copy of the proof of purchase, a complete description of the
fault and your contact details including phone number and return address.

Exclusions

This warranty will not be applicable where: (a) the product has been altered, modified or repaired by
someone other than BMPRO, an authorised installer or a qualified auto electrician; (b) the product
has not been installed properly by either the user or manufacturer; (c) BMPRO cannot establish a
faultin the product after inspection and testing; (d) the product has been used for purposes other
than that for which it was designed; (e) the fault in the product has occurred due to a failure by the
purchaser to ensure proper use and maintenance of the product according to BMPRO's instructions,
recommendations and specifications (including maintenance); (f) the product has been subjected to
abnormal conditions, such as environmental, temperature, water, fire, humidity, pressure, stress or
similar; (g) the fault has been caused by abuse, misuse, neglect or accident; (h) the fault has been
caused by a power surge or other kind of fault in the supply of electricity; (i) unauthorised parts or
accessories have been used on orin relation to the product; (j) the appearance of the Product has
deteriorated; or (k) the fault is a result of common wear & tear.

Limitations

No express warranties or representations are made by BMPRO other than what is set out in this
warranty. The absolute limit of BMPROQ's liability under this express warranty is the repair or
replacement of the product or part of the product.

Contact

BMPROQ's contact details for warranty claims are:

Phone: (03) 9763 0962
Email: customerservice@teambmpro.com

Warranty Claim and Product Repair Form:
https://teambmpro.com/warranty-claim/

Registering your BMPRO product is an important step to ensure that you receive all the benefits you are
entitled to.

Please complete the online registration form at https://teambmpro.com/product-registration/ for your
new product today.
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LIMITED WARRANTY TERMS AND CONDITIONS (USA)

Registering your BMPRO product is an important step to ensure that you receive all the benefits you are
entitled to. Please visit teambmpro.com to complete the online registration form for your new product
today.

What this Limited Warranty Covers

This warranty covers any defect or malfunction in your BMPRO product. Under this warranty you are
entitled to have such goods replaced, repaired or refunded.

What this Limited Warranty Does Not Cover
This warranty does not extend to product failures or defects caused by, or associated with, but not
limited to:

e Failure to install or maintain correctly, unsuitable physical or operating environment, accident, acts
of God, hazard, misuse, unauthorized repair, modification or alteration, natural disaster, corrosive
environment, insect or vermin infestation and failure to comply with any additional instructions
supplied with the product.

e BMPRO may seek reimbursement of any costs incurred when a product is found to be in proper
working order or damaged as a result of any of the warranty exclusions listed above.

e BMPRO will not be liable for any costs, charges or expenses incurred in the process of returning a
product to initiate a warranty claim.
How Long the Warranty Lasts

BMPRO warrants products against defects for a period of two years, commencing from the original date
of purchase.

Claims Process
Proof of purchase is required before the product can be deemed to be within the warranty period.

To enquire or make a claim under this warranty, please follow these steps:
A. Prior to returning a BMPRO product, please email service@teambmpro.com to obtain a Return
Material Authorisation (RMA) number.
B. Package and send the product to:

BMPRO WARRANTY DEPARTMENT
UNIT 1821 EWINDSORAVE
ELKHART IN 46514

Please mark RMA details on the outside of the packaging.
C. Please ensure the package also includes: a copy of the proof of purchase, a detailed description of

the fault and your contact details including phone number and return address.

How State Law Applies

This warranty gives you specific legal rights, and you may also have other rights which vary from state
to state.
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POWERING YOUR ADVENTURES.

/\EI TEAM  smpro
\ )4 BMPRI] customerservice@teambmpro.com

BVIPRO cuM teambmpro.com


https://teambmpro.com/
https://teambmpro.com/
https://teambmpro.com/
https://teambmpro.com/

	Safety Precautions
	About the RVView2
	Description of Parts
	Power Information Screen
	Water Tanks Screen

	Installing the RVView2
	Mounting the RVView2
	RVView2 Wiring Diagram

	Using Your RVView2
	Servicing
	FAQs and Troubleshooting
	Specifications
	Compliance
	Warranty Terms and Conditions (Australia)
	Limited Warranty Terms and Conditions (USA)

