
BREAKAWAY RANGE
Quick Start Operating Instructions
Applies to: Breakaway, Breakaway Install and Breakaway Install Charge

SPECIFICATIONS

INTRODUCTION 
The BMPRO Breakaway is an independent emergency braking safety system for trailers fitted with electric brakes. If the trailer is 
accidentally separated from the tow vehicle, the breakaway switch activates the trailer brakes and brake lights using the Breakaway unit's 
built-in battery.
The Breakaway has an integrated 12V, 10Ah lead-acid battery. The battery can be maintained from the tow vehicle charging circuit and can 
be checked using the push button test function before towing.
The BMPRO Breakaway range is supplied in three packages so installers and owners can choose the level of charging and installation 
hardware required.

Item Specification

Battery capacity 10Ah, lead-acid only

System voltage 12V

Compliance ADR 38/05

Warranty 2 years

IMPORTANT SAFETY INFORMATION
•	 Read these instructions before installing, testing or using the Breakaway system.
•	 Installation should be completed by a suitably qualified installer or auto electrician.
•	 The Breakaway is for emergency breakaway braking only. It is not a normal brake controller and does not replace the tow vehicle 

electric brake controller.
•	 Do not use the Breakaway system as a parking brake or security device. Doing so can discharge the battery and may damage the trailer 

brakes.
•	 Do not tow the trailer unless the Breakaway battery has passed the test and the breakaway switch operates correctly.
•	 Attach the breakaway cable to a secure anchor point on the tow vehicle. Do not attach it to the tow ball or safety chain anchor.
•	 Keep the unit, wiring and connectors away from sharp edges, heat sources, moving parts, water pooling and road debris.
•	 Do not submerge the Breakaway unit, charger or connectors in water.
•	 If any fault is found during testing, do not tow until the fault has been corrected.
•	 Pass these instructions to the trailer owner after installation.

MOUNTING INSTRUCTIONS
Breakaway unit
•	 Mount the Breakaway unit securely to the trailer using suitable fasteners and a structurally sound mounting surface.
•	 Choose a protected location where the unit can be accessed for testing, servicing and battery replacement if required.
•	 Avoid locations where the unit may be struck by stones, damaged by road debris, exposed to standing water or affected by excessive 

heat.
•	 Route all cables so they are supported and protected. Do not allow cables to rub against sharp edges or hang below the trailer.
•	 NOTE: The Breakaway unit is weatherproof and should be installed in a location to prevent water and dust ingress.

Breakaway switch
•	 Mount the breakaway switch to the trailer A-frame or another suitable front mounting point.
•	 The switch must be positioned so the pull cable can run to the tow vehicle without snagging during normal turning or reversing.
•	 When the trailer is hitched, the breakaway pin must remain fully inserted during normal towing.
•	 If the trailer separates from the tow vehicle, the cable must pull the pin completely out of the switch.

Red coil and carabiner - Breakaway Install and Breakaway Install Charge
•	 Connect the red coil and carabiner to the breakaway switch pin.
•	 Attach the carabiner or wire to a secure anchor point on the tow vehicle.
•	 Check that the coil has enough movement for normal towing but will still pull the switch pin if the trailer separates.



WIRING INFORMATION
All Breakaway wiring and connectors must be 
connected correctly for the system to operate 
as intended. Incorrect wiring may stop the 
Breakaway from charging, prevent the brakes 
from activating, or damage the system.
Use the wiring label on the Breakaway unit and 
the latest BMPRO wiring diagram for the final 
installation.
Wire breakout areas are as follows:

DT2 Blue x2: Pull pin switch
DT3 Blue: Brake power
DT3 White: Earth/negative
DT3 Red: Trailer plug, AUX, pin 2

BATTERY TEST BUTTON
Use the test button on the front of the 
Breakaway unit to check the condition of the 
built-in battery. Test the battery before each trip 
and any time the trailer has been stored or the 
battery condition is unknown.
1.	 Make sure the trailer is parked safely 

and cannot move.
2.	 Press the test button momentarily.
3.	 Check the battery indicator lights on 

the front of the Breakaway unit.
4.	 If the Recharge light displays, or if no 

light displays, charge the battery and 
inspect the system before towing.


