POWER

PRE-HANDOVER SYSTEM CHECKLIST

DEALER VERIFICATION BEFORE CUSTOMER HANDOVER

DEALER CARAVAN MAKE/MODEL

VIN/CHASSIS NO CUSTOMER NAME

Toone |  aren | CRITICAL CHECK NOTES ACTION

Confirm all units are secure, labelled, undamaged,
l:‘ >{ Installation safety accessible, ventilated and clear of moisture, heat sources
and loose wiring.

Confirm battery chemistry, and capacity are set correctly

l:‘ ? Battery setu on all modules. Perform a full charge on AC prior to
03"*50 y P handover. Note details on this checklist for customer
reference.
TrailSafe & Confirm TrailSafe LED status is Green and SwayControl
l:‘ - B3 SwayControl unit ‘wakes up’ and goes green (requires brake signal to
Trailer Safety trailer plug).
ProBoost Confirm battery chemistry setting LED is correct and no
l:‘ E] (if applicable) active fault codes are present.
DC-DC/MPPT Check all units if more than one present.
Confirm battery chemistry settings are correct, AC output
PurePro & P .
works on both AC mains input and as inverter. and no error
PowerCore o
Inverter/Inverter- code is displayed.
If inverter only, confirm battery charger is NOT provided
Charger . ;
power from an inverter fed powerpoint.
Power up PPD5 or PPS7, pair to PPNode (PPS7 only) and
PPD5/PPS7 confirm battery, water tanks, loads and alert information
l:‘ @& & PPNode displays correctly.
Display and Node Confirm names on switches are appropriate for what they
are switching.
PPH35/PPLoad

Test key loads from the display/app including lights,

Loads anfi pump(s), fridge supply, USB outlets, fans, tank readings
accessories : )
and slide/awning controls where fitted.

[]

(recommended)

Confirm no loads are directly to battery + terminal unless

a shunt is fitted. Confirm only one cable connecting
PXShunt500 negative battery terminal to shunt and all remaining cables

l:‘ [-] Battery Shunt (including management system are on ‘Loads’ side of

Fitment shunt.

Confirm shunt is linked to system by sighting indicator on

screen.

Confirm no active fault LEDs, alarms or warnings are
Faults and present on PowerPlus System, DC-DC/MPPT or inverter
|:| protection before handover.
Confirm fuses are labelled or referenced clearly for what
they are for.

Demonstrate battery monitoring, charging indicators, ECO/
Customer handover  Storage Mode, load switching, app/display use, pairing of
BYOD and provide manuals/warranty information.
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FURTHER NOTES
4 )

DEALER SIGN-OFF

COMPLETED BY DATE

POSITION SIGNATURE

FINAL CONFIRMATION

D I confirm the BMPRO electrical system settings and functions have been tested and the RV is ready for customer handover.
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